J/IWHERE CUSTOM DESIGNS ARE STAN

The Spray Systems Mix Room on its own or attached to
your booth gives your painter a clean well lit and venti-
lated area for that perfect color match. With four models
to choose from, the MR Series Mix Rooms are modular
prefabricated sheet metal rooms for inside installations
on an existing concrete floor. To provide the proper ven-
tilation to the mix room, the blowers are dynamically bal-
anced and use a non-sparking radial designed blade. The
motors for the blower are designed to be out of the air
stream. The intake and exhaust air is balanced to provide
the best airflow and also to minimize solvent laden air
from entering the shop. The mix rooms meet all NFPA-
33 code standards as well as UFC regulations for storage
and ventilation requirements. If you are in an area of the
country that requires a distance of the paint booth from
the mix room, we offer vestibules to attach the mix room
to the paint booth.

Notes: See included drawings for further information.
All Mix Rooms include a 4” x 4” prefabricated curb, spill
containment, and diamond plate material approach ramp.

Standard Design Features

BOOTH CONSTRUCTION

Panels are manufactured of 18 gauge galvanized steel.
All panels have pre-punched holes for easy nut and bolt
assembly. Both the filter type and solid doors have a
structural steel tube frame, leak proof wiper type seals at
the bottom and polyfoam seals at the center.

LIGHTING

High efficiency lighting units designed for mounting out-
side booth. Industrial rated, four tube fluorescent fixtures
with dust-tight seals and are UL listed.

FAN SPECIFICATIONS

Quiet exhaust fans designed for spray booths. Heavy duty
tubeaxial type with enclosed belts and sealed bearings.
MOTORS

All motors are energy efficient, totally enclosed, fan
cooled, multivoltage, 208/230/460, single phase with a
three phase option.

FILTER GAUGE ]

A manometer that indicates when paint arrestors or air
intake filters necessitate replacement.

LATCHES

Heavy duty, quick release type with positive closing
and panic hardware.

INTAKE FILTERS

These filters have soft, pliable, polyester fibers coated
with a special adhesive for superior dust trapping.
With built-in reinforcement frame.

DISPOSABLE PAINT ARRESTOR FILTERS
Paint arrestor exhaust air filters are a specially spun
fiber designed to remove paint particles efficiently
from spray booth exhaust air.

MAN DOOR

Man door has an 18" x 36" observation window.
UL LISTED

Electrical components and latching devices are UL
listed.

MISCELLANEOUS

All necessary hardware and caulking materials are
included with each booth.

MIX ROOMS
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MR1086 Mix Room

Blower Capacity: 930 CFM @ 1/4” S.P.
Air Changes Per Minute: 1.9

Air Changes Per Hour: 114

Lights (Qty): 1

Max. Paint Quantity: 120 Gal.
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MR1089 Mix Room

Blower Capacity: 930 CFM @ 1/4” S.P.
Air Changes Per Minute: 1.3

Air Changes Per Hour: 78

Lights (Qty): 2

Max. Paint Quantity: 180 Gal.
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GENERAL INFORMATION

WORK BENCH: 307 off floor.
ACCESS DOOR: 36" x §4” with 18" x 36 observation window Brixon safety latch handle, and polyfoam door edge seals.

LIGHTING: General purpose flourescent light fixture, 48 4-tube 115 Volt, clear tempered glass.
OPTIONAL EXHAUST DUCT: 10" diameter, 22 gauge (must be vented to outside of building).
INTAKE FILTERS: Viledon intake filters, type R-1, 20” x 25” with built in reinforcement frames.
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MR10812 Mix Room

Blower Capacity: 1125 CFM @ 1/4” S.P.
Air Changes Per Minute: 1.2

Air Changes Per Hour: 72

Lights (Qty): 2

Max. Paint Quantity: 240 Gal.
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MR10815 Mix Room
1 ' Blower Capacity: 1125 CFM @ 1/4” S.P.
Air Changes Per Minute: .94
Air Changes Per Hour: 56
Lights (Qty): 3
Max. Paint Quantity: 300 Gal.

Model Work Dimensions Overall Dimensions Exhaust Motor Airflow Intake Light Shipping
Number _ H.P. SCFM Filter Fixtures Weight

MR10812 10”-0” 7°-11” 12°-0”10-4” 9-11” 12’8” O 1/3 1125 2 2 1400

MR10815 10”-0” 7'-11” 15-0”10’-4” 9-11" 15°8” 9” 1/3 1125 2 3 1550
* Technical specifications are subject to change at the discretion of Spray Systems, Inc.

www.spraysystems.com 800) 736-6944






