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Spray booths with a downdraft air movement otter a superior finishing environment. The downdraft
principle is one of which either tempered or ambient outside air is introduced and forced through
filters at the top of the booth. Clean air flows through top intake filters downward using a natural
gravity path to the exhaust filter location. This type of airflow creates the cleanest, most efficient
environment for your painter.

~

Spray Systems offers three different types of downdraft paint booths. The true downdraft, requir-
ing a pit or trench, and the modified and semi downdrafts which use the same basic principle with
a choice of above ground exhaust locations.

~

Standard Design Features
BOOTH CONSTRUCTION
Panels are manufactured of 18 gauge G-90 galvanized
steel. All panels have pre-punched holes for easy nut and
bolt assembly. Both the filter type and solid doors have a
structural steel tube frame, leak proof wiper type seals at
the bottom and polyfoam seals at the center.
LIGHTING

High efficiency lighting units designed for mounting out-
side booth. Industrial rated, four tube fluorescent fixtures
with dust-tight seals and are UL listed.
FAN SPECIFICATIONS
Quiet exhaust fans designed for spray booths. Heavy duty
tubeaxial type with enclosed belts and sealed bearings.
MOTORS
All motors are energy efficient, totally enclosed, fan
cooled, multivoltage, 208/230/460, three phase with a
single phase option.
FILTER GAUGE
A manometer that indicates when paint arrestors or air
intake filters necessitate replacement.

LATCHES

Heavy duty, quick release type with positive clos-
ing and panic hardware.
INTAKE FILTERS

These filters have soft, pliable, polyester fibers
coated with a special adhesive for superior dust
trapping. With built-in reinforcement frame.
DISPOSABLE PAINT ARRESTOR FILTERS
Paint arrestor exhaust air filters are a specially
spun fiber designed to remove paint particles
efficiently from spray booth exhaust air.
SIDE ACCESS DOOR
Access door has an 18" x 36" observation win-
dow.
UL LISTED
Electrical components and latching devices are
UL listed.
MISCELLANEOUS

All necessary hardware and caulking materials
are included with each booth.



D-2000 Downdraft Paint Booth

The D-2000 Downdraft is Spray Systems' premier booth.
Using the true downdraft air design, the air flows over the
top of the vehicle, around the sides, and is pulled down
through the filters beneath grating, set in a trench/pit. The
downdraft air movement creates an environment where

little to no overspray adheres to the newly finished car.

SD-IOOOSemi Downdraft Paint Booth

The Spray Systems Semi Downdraft paint booth offers
the business owner and painter the advantages of the down

. draft air flow without the expense of the pit area. In the
Semi Downdraft Paint Booth fresh air is pulled through
filters located at the top of the booth, down over the ve-
hicle then swept back out through filters located at the op-
posite end of the booth at floor level. The air movement
provides the painter with a clean environment for a quality
paint finish.

MD-IOOO Modified Downdraft Paint Booth

The Spray Systems Modified Downdraft paint booth, in
principle has airflow like the conventional downdraft
booth. The air is forced through filters at the top of the
booth, flows around the car and out through the plenums
located along the sides of the booth. The Modified

Downdraft booth does not require an in-ground pit, and
like all Spray Systems booths, provides your painter with
an optimum environment for a superior finish.

OPTIONS/ACCESSOR~S
. Exhaust Stack Components

. Infrared Paint Curing Systems

. AirMake Up Systems

.0-2000 Above Ground Ramp

. Bi-foldingDoors

. DriveThru Doors

. Observation Windows

. Safety InterlockSystems

. Panel Extensions

. Lighting

. ControlPanels



Shown with standard

single leaf door
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D-2000 Downdraft Paint Booth

~ Shown with optional
observation windows
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Shown with optional
bi-fold doors
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MD-lOOO Modified Downdraft Paint Booth

Model Front Door Rear Door Exhaust Motor Airflow Exhaust Intake Light Shipping
Number Filters Fixture Weight

9'.2" 8'-9" N/A (2) 24" (2) 14000
9'.2" 8'-9" 9'.2" 8'.9" (2) 24" 1.5 14000

(*) Technical specifications are subject to change at the discretion of Spray ~J2)ems, Inc.
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